
●：RoHS10指令対応品　▲：RoHS10指令に対応可能です。�

商品番号
Product No. （L₁） L₂ （L₃） （L₄） L₅ （L₆） W₁ （W₂）（W₃） H₁ H₂ H₃ φD₁ （φD₂） φD₃ φd₁ φd₂ P t

CP-314-2 36.5 28.5 14 35 31 11.5 50 41 26.3 60 56.3 28 50 30 6 30.5 6.5 28 2.5
CP-314-3 30.5 23.6 11 25.5 25.6 9 35 28 19.2 45.5 51 22.5 35 22 5 22.5 5.5 22.5 2

商品番号
Product No. 

製品質量（g） 
Mass 

コード
Code 

CP-314-2 105 21867
CP-314-3  45 21868

ロータリーロック

特徴　Feature
●  耐振動タイプ（レバーを倒すことにより施錠を保持）
●  あらゆる筐体にジャストフィットするソフトデザイン
●  防水タイプ（Oリング・シートパッキン使用）
●   Vibration-resistant type. (The locked state is held by 

pushing the lever down)
●  Soft design that is fit for all cabinets.
●  Waterproof type. (using O-rings and sheet packing)

仕様

◦ 材　　質： 本体／ポリアミド（PA66） 
レバー／ アルミニウム合金

（ADC）
◦ 表面仕上： レバー／クロムめっき

用途 ◦各種筐体の扉や蓋
納期 ◦  標準在庫品
備考 ◦ 緩み防止剤など、溶剤を使用する際は十分

に検証を行ってください。
◦ CP-314-1は中止品になりました。

Specifi-
cations

◦ Material:  Main unit: Polyamide (PA66) 
Lever: Aluminum alloy (ADC)

◦ Finish:  Lever: Chrome plating
Specific use ◦ Various doors and covers
Remarks ◦ Be sure to test adequately when using a 

solvent such as thread-locking fluid.
◦ Product CP-314-1 is no longer manufactured.
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最大適用板厚 8化粧座用パッキン t=1
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Packing for body Max. applicable panel thickness
最大適用板厚 10.5本体用パッキン t=1

00

Turning angle
回転角度 90゜

〔本体／化粧座あり〕
Main body / With a design washer

〔本体／化粧座無し〕
Main body / Without a design washer

パネル穴明け寸法
Panel�drilling�dimensions

パネル穴明け寸法
Panel�drilling�dimensions
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